1. Distance between second and third axle
2. Kerb weights include driver (75 kg), all liquids are full, fuel tank 90% fuel. Kerb weights can be changed by options.
## TECHNICAL SPECIFICATIONS

### PERFORMANS

<table>
<thead>
<tr>
<th></th>
<th>NPR</th>
<th>NPR Long</th>
<th>NPR10</th>
<th>NPR10 Long</th>
<th>NPR10 XLong</th>
<th>NPR 3D</th>
</tr>
</thead>
<tbody>
<tr>
<td>Maximum Speed (km/h)</td>
<td>115</td>
<td>99</td>
<td>90</td>
<td>90</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Gradeability (%)</td>
<td>38</td>
<td>37</td>
<td>30</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Dönüş Yarıçapı (mm)</td>
<td>6650</td>
<td>7490</td>
<td>6915</td>
<td>7635</td>
<td>8735</td>
<td>7345</td>
</tr>
</tbody>
</table>

### SUSPENSION SYSTEM

- Front Suspension
  - Leaf Springs
- Rear Suspension
  - Leaf Springs

### BRAKE SYSTEM

- Front/Rear
  - Disc Brake
- Brake System
  - Hydraulic brake system, ABS, ASR, ESC and EBD
  - Full air brake, Double Circuit, Automatic brake adjuster ESC, ASR and EBL (Electronic Brake Levelling)
- Auxiliary Brake
  - Exhaust Brake
- Park Brake
  - Manually operated at gearbox out, drum brake
  - Effective at rear brakes

### ELECTRICAL SYSTEM

- Battery
  - 2x12V - 68Ah
  - 2x12V - 90Ah
- Generator
  - 24V 50A (1.2 kW)
  - 24V 80A (1.92kW)
- Starter
  - 24V - 4.5kW

### OTHERS

- Fr/Rr Tires
  - 215/75R17,5
  - 225/75R17,5
  - 215/75R17,5
- Passenger Capacity
  - 1 driver + 2 passengers
- Clutch
  - Hydraulic Assisted, Ø325
- Fuel Tank (lt)
  - 127
  - 100
- AdBlue Tank (lt)
  - 16.5

---

### EQUIPMENTS

**Available for NPR, NPR Long, NPR10 Long and NPR3D**

**Available for NPR, NPR10 and NPR10 Long**
Anadolu Isuzu Otomotiv Sanayi ve Ticaret A.Ş. Reserves the right to change technical specifications of the products and equipments without prior notice.
Technical drawings represented in catalog are for information purposes only.
The actual vehicle body color may differ from the colors in the photographs printed in this catalog.